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Architecturally designed and engineered in New Zealand they 

present the latest in innovative technology and the highest qual-

ity of New Zealand fixtures and fittings. The basic steel framework 

is manufactured at our ISO9000 factory in China but all plumb-

ing, electrical and fixtures are installed or manufactured in New 

Zealand. The homes are fully compliant with NZ standards.

Once assembled at our Rangiora factory we are able to quote 

to deliver anywhere in New Zealand where units are easily lifted 

from truck onto prepared foundations and can be moved from 

site to site. 

Affordable Modular Homes and Fruitfed understand the need for a range 
of adaptable and well-designed modular homes ideal for RSE seasonal 
workers accommodation, general farming accommodation, as a home 	
office, sleepout or a smart holiday house. 

Foundations are simple and we recommend steel screw piles as 

both cost effective and secure and can be inserted in under 60 

minutes. Using piles this way ensures minimal damage to a site 

and when relocated the ground is quickly restored.

All of our modular units meet the following specifications:

Wind: 		  High Wind Zone

Seismic:		 Z=0.30

Snow Region:	 Modular components designed for 	regions 		

		  N1,N2,N3,N5, elevation less than 400m

Typical structural elements of our modules
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	 The Solo Max 

The Solo MAX is a single unit studio comprising  an open living 
area and integral en-suite. It is finished internally with a choice 
of high-grade vinyl flooring or carpet of buyer’s choice or carpet 
tiles. It comes with an optional single small sink-bench and/or 
wardrobe. Has LED lighting and numerous electrical outlets. All 
windows/doors are double glazed and either side the entrance 
are columns with bulkhead lighting. The Solo was specifically 
designed for RSE seasonal worker accommodation but also as 
an ideal attractive sleepout, holiday rental or backpacker unit for 
camping grounds.

Its structure includes a sturdy steel frame so that the Solo is easily 
transported and moved from site to site. Foundations are simple 
and we recommend six steel screw piles as both cost effective 
and secure. Screw piles for this unit can be inserted in under 
60 minutes. Using piles this way ensures minimal damage to a 
site and when relocated the ground is quickly restored External 
features include a large glazed flush door with adjacent glazing 
for maximum light.

The SOLO MAX cut-away view

SOLO MAX External view
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	 The Duet

The Duet brings exciting design and elegance to the concept 
of Tiny Homes. This clever and compact unit is just under 30m2 
and is 2.75 metres tall giving it extra spaciousness and flexibility. 

We are pleased to work with local kitchen manufacturers for 
specialty designed kitchens that have a dual electric hob and 
space for a full height refrigerator. The Duet offers a separate 
spacious bedroom area that has a full ensuite comprising 
shower, toilet and handbasin.

THE DUET Open view from above showing 
general layout (note internal wall is optional)

An example of one our DUETS on site in Canterbury

The walls are finished with smart aluminium skirting and the 
floor can be high quality tongue and groove woodgrain vinyl or 
carpet. The Duet is generously supplied with heavy duty 	
aluminium double glazed windows and doors. 

There are numerous LED lights and electrical outlets allowing 
flexible placing of appliances. Externally the Duet is made in con-
trasting grey colour steel and rolled steel frame The Duet is easily 
transportable in two units that are joined on site using specially 
designed waterproof inserts and steel capping over the joint.
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	 The Trio

The TRIO is a full two bedroom compact modular home that 
has been designed to maximise internal space. Just under 
40m2 the TRIO comprises a kitchen, dining living module and 
a connecting corridor to the bedrooms featuring a bathroom 
and laundry. The TRIO is designed with comfort in mind and 
includes a modern kitchen and bathroom. It has a full height 
glazed door and large aluminium double glazed windows with 
attached insect screens. 

TRIO –View from above showing bedrooms to 
right and living area to left of central corridor

All electrical and plumbing systems are installed in New Zealand 
by qualified tradespeople and are ready for attachment to site 
services.

The module has floors, walls and ceilings fully insulated and as all 
glass is double glazed they are easy and inexpensive to heat or 
cool. Fully relocatable, the TRIO can be transported to a prepared 
site and erected in a matter of hours. 
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GENERAL SPECIFICATIONS ALL UNITS

Length:		  6060mm (external) 5950mm (internal)
Width: 		  2420mm (external) 2340mm (internal)
Height:	 	 2770mm (external) 2720mm (internal)

Frame:		�  Q345B light weight low-alloy carbon steel, 
cold formed with high structural strength Hot 
dipped galvanised 275g/m2 and then colour 
powder coated to meet a high standard of 
specified colour finish.

Roof: 		�  Entire roof is a welded one piece factory sealed 	
unit. Comprising 4 rails 140x3mm section 
with 55x35mm pre-ormed gutter welded to 4 
corner knuckles with bracing. Roof surface is 
0.4mm coloursteel 

Live load:	 1.0kN/m2. EPS Insulation rating R3.33
Floor: 		�  Welded one piece factory sealed unit. 4 rails 

160x75x3 with 100x50mm rolled joists.
Live load:	  2.0kN/m2. EPS Insulation rating R1.5
External:	 0.4mm coloursteel underlining.
Corner Posts: 	� 4 external steel posts bolted to upper and 

lower knuckles with 5/M12 hexagonal bolts.

Floor Linings
Sub-floor: 	� 18mm Cement-board screwed to frame 	

and joists.
Finished Floor: 	 1.6 PVC floor tile/sheet vinyl.

Wall Panels
Skins: 		�  0.4mm coloursteel White (internal). 		

Dark grey (external)
Insulation core: 	 Bonded 75mm EPS.
Lower fixings: 	� Perforated wall support flashing fixed with 

M5x19mm bolts.
Upper fixings: 	� Special wall clamps to upper frame and rein-

forced with M8 bolts.
Skirting: 	 Aluminium or PVC skirting concealed fixings.
Corner coving: 	� Aluminium or PVC corner covers to join 	

skirting and cornice.
Cornice: 	 PVC clip on over concealed fixings.
Join Gasket: 	� High grade designed profile to weatherproof 

joining units.

Windows/Doors
Windows: 	� Aluminium top hung awning type with 

hardware and external lip. Frames are powder 
coated to colour specification. Double glazed, 
sizing is ‘as specified’ on the drawings.

Doors: 		�  External doors have aluminium frames, double 
glazing and where specified - safety glass. 	
All doors have secure locking systems.

Internal doors:	� 35mm flush panel type with painted finish 	
and hardware.

Power & lighting:	�Generally fixed in NZ with standard sockets, 
switches and LED lamps. All electrical work is 
customised to suit brief.

Plumbing & gas: 	�Water heating is either by gas califont or an 
instant electric system.

Roof drainage: 	� Water collected from the roof gutters is 
returned to ground via 4/DP in the corners of 
each unit. Leaf gutter guards are provided.

Interior fit-out
General: 	� The internal fit out is determined by the brief 

and the type of unit(s) required. Solo, Duet and 
Trio all have slightly different configurations. 
Please see drawings.

Bathroom:	� Wet floor which includes shower to drainage 
outlet. Short vitreous dual flush toilet pan “S” or 
“P” type depending on brief. Vitreous 	
washbasin, taps and under vanity.

		  Shower fittings with flexible hose to 		
		  shower head.
		  Curtain fixing, heated towel rail, toilet roll 		
		  holder, soap dish, mirror
		  Heat, light, vent unit to outside.
Kitchen fittings:	� S/S sink and dual tap, 2 burner electric hob 

(gas optional) and extract range hood. 
Cabinetry with drawers, cupboards and 
accommodation for fridge, microwave oven.

Guarantees
Frame clause B1:	� The structural frame has been designed and 

manufactured to meet NZB1 of the 		
building code.

Frame clause B2:	� The frame and steel components have been 
hot-dipped galvanised and finally 		
powder-coated to withstand corrosion to give 
a service life of >20yrs.

		�  Maintenance Not required under normal 	
circumstances for a period of >10yrs.

Delivery	� Estimated delivery four months from 
confirmation of an order.

Contact		� For more information on the range of 	
affordable modular homes and concepts, 	
contact your local Fruitfed Horticulture 	
Representative or Fruitfed Supplies store.


